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Technical Data Sheet 
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NATURAQUA HOLZ 2000 

Wood Protection 

 
DESCRIPTION: 
NATURAQUA HOLZ 2000 is a professional product formulated with a registered active 

substance (EC 258-067-9) free from particular restrictions, that prevents and eliminates for 
good all harmful agents to wood such as woodworm and parasites in general. 
Pretty aggressive, it grants a very good result without marks or smears prior to application. 
Waterborne, it hasn’t vapours affecting human health and allows application under pressure. 

 

PHYSICAL – CHEMICAL CHARACTERISTICS: 
Appearance: liquid 
Colour: colourless 
Odour: characteristic 
Specific gravity (20°C): 0,995 ± 0,05 Kg/Lt 
Flash point: 21°C - 55°C 

Coverage: 6 /8 m2/Lt depending on the surface absorbency 
Dilution: ready to use 

 

METHOD OF USAGE: 
 

On a clean surface, free from silicone, wax, oil, greases, old varnishes’ residuals, dust, apply 

the product in the preferred way. Brush, spray, cloth, dipping application are suitable for raw 

wood; an injection by syringe is advisable in single holes. 
When applied on raw wood, a nylon coat is strongly suggested to enhance efficiency of the 

product; when injected, one can close the hole simply using the SOFT WAX filler. 
Leave  the  product  to  dry  for  12-24hrs,  depending  on  environment  temperature,  before 

proceeding with other steps of work. 
If necessary repeat operation. 
Take care to wet the surface properly. 

 

PACKAGE: 
Available in tins of 100ml, 250 ml,01 litre, 05 litres ,10 litres, 25 litres. 

 

STORAGE: 

Keep the material in a clean, well ventilated place, away from heat resources and direct 
sunlight, possible between a  minimal temperature of  5°C and a maximum of 35°C . 
The product should be keep preferably in original containers. 
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WARNING: 
Our technical data sheets are prepared on the basis of average performance of our tests. 
However, our technical advices are given in good faith but without any warranty. In fact 
different supports, conditions of application, industrial plants, dilutions are determinant for the 

final result, and are often beyond our control. The user must try the product to see if it is 

suitable for his needs. We will ensure the continuity of the chemical-physical characteristics. 


