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735LAT 
 

Acrylic Transparent Glossy Finish 

 
DESCRIPTION: 
735LAT is an acrylic glossy varnish, for the finishing of wooden surfaces. Easy application both 
on horizontal and vertical surfaces, it is particularly shiny and has a good filling capacity. High 
resistance to yellowing. It must be catalyzed with HA.012. 
 
CHEMICAL/PHYSICAL CHARACHTERISTICS: 
Specific Weight: 735LAT       0,992 Kg/Lt 

HA.012       0,986 Kg/Lt 
Viscosity (cup DIN 4, 20°C): 85” 
Dry residual: 735LAT       56% 

HA.012       36% 
Pot life: Minimum 3hrs 
Drying time (20°C, 100gr/m2): Dust free  40-50’ 

Tack free  3h 
To stacking 16h 

Thinner: DAU – Universal Thinner for Acrylic 
  
  
HOW TO USE: 
Prepare varnish for application. In a clean container, pour 100 parts of 735LAT, 100 parts of 
catalyst HA.012 and 20-40 parts of thinner (by weight). Mix well then apply by spray. 
On a previously cleaned and degreased surface, apply catalyzed varnish by spray, taking care 
to apply the product evenly. Apply 1 or 2 coats, at a 120-150 gr/m2 rate, with an interval of 45-
60’ between the two coats.  
Then wait for the correct drying time. 
 
STORAGE: 
The company guarantees the shelf-life of 1 year, with the product kept in its original container 
hermetically closed, without exceeding 25-28°C. 
 
PACKAGING: 
The product comes in 1Lt, 5Lt and 25Lt cans. 
 
WARNING: 
Keep poly-isocyanate catalysts from humidity; when partially used, close hermetically the can 
and use it in the shortest possible lack of time.  
Our technical sheets are complied on the bases of results of our tests. Nevertheless our 
technical advice is given in good faith, but without a guarantee. Indeed different supports, 
conditions, applications, installations, dilutions are integrating parts of the final result and often 
beyond every control. The user must test the supplied products to verify if it is adaptable for 
his/her needs. 
We can guarantee the continuity of the physical and chemical characteristics. 
 

 


